Slam Specialties Bolt On Air Ride Kit

for
Magnum, Charger, Challenger, & 300C

Installation Instructions by Grunion Fabrication

This is the new Slam specialties
Dodge/Chrsyler bolt-on air
suspension kit. This Kit fits Magnums,
Chargers, Challengers, and the 300C.
VWe are going to install this kit on a
Magnum an %we you step-by-step
instructions. The install will be similar
on all of the cars above. Certain steps
may vary slightly from car to car
depending onh motor and exhaust.




FRONT INSTRUCTIONS

2. Remove sway bar and strut 3. Using Slam Specialties moumt,
assembly trace plastic inner fender molding

and cut with body saw or cut off
wheel.




FRONT INSTRUCTIONS
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4. Remove rubber plug to

aflow mount to sit flush. We made a cardboard template to trace

the line we intended to cuf.

6. Measure 17 into the spring
pocket seam and trim to clear
bag using a cut off wheel or

plasma cutter.



FRONT INSTRUCTIONS

/. Clean the trimmed area with a
die grinder so there are no sharmp
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8. Assembe u,tlaper ;;md foer
assembly and use it to align the
frame mouit.
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10. Drilf center hole and bolt frame
mount, use mount to guide last four
holes. Completely bof down frame
mount. Make sure on the
passenger side mount, that the bolt
does not ftouch the exhaust, if it
does space accordingly.




11. Re-assemble the lower sftrut
assembly using the hardware cup.

provided.
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13. Instali the new front shocks.

14. Reinstall wheels and torque to
manufactures specs.




REAR INSTRUCTIONS
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2. Remove fower controf arm inner

bok and remove spring, support
lower arm before removing bolf .
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On passenger side it may be
necessary to lower the exhaust to
make clearance for bolt removal.
This may vary from car to car
depending on motor options.




REAR INSTRUCTIONS

4. Using a center punch mark your
hole then drill a small pilot hole,
and use supplied self tapping bolt
to hold upper cup in place.
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3. Bolt rear RE-6 air bags on cups,
Place cups in upper spring pocket,
mark holes.

5. To install lower plate, use the 2
existing holes as a gquide, mark the
third hole and drill




REAR INSTRUCTIONS
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6. Bolt the lower assembly to the
control arm using the hardware
provided.

7. Re-install the lower controf arm
bofts and the exhaist.

8. Install the fower bag bolft.

9. Install new shocks in factory
mounts

10. Re-install your wheels and
torqgue to manufacture specs.






